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[bookmark: _Toc986758846]TDM Software Revisions:
· Base Software: 2.1.2r
· New Software: 2.1.3r
[bookmark: _Toc342486664]TDM Software Compatibility:
1. NextGen devices with a firmware version of 3.1.9r.
2. CAT. No. 6330 devices with a firmware version of 1.4.10r.
3. CAT. T4000/T4350 devices with a firmware version of 1.4.11r.
4. Current database version 4.1.12r.
TDM Software Features Update:
1. Add remote control capability to the TDM application.
2. Add support for Turbo Tester and KATC-8000XA (KATC3) devices.
3. Add support for automated data entry using meter barcode reader.
4. Add AEP product support.
5. Add ability to edit and delete multiple test results.
6. Add DB Test Results dropdown feature.
7. Add Location code in Manual Test and Preferences dialogs.
8. Add Parameter Shift buttons creating a test sequence in Advanced Waveform (ADV) dialog.
9. Add option to disable channel when creating Advanced Waveform setup, like in TMA.
10. Add “TODAY" button in Full Sync popup.
11. Display more numbers after the decimal point in GPS text box.
12. Add custom logo to TMA-style report in TDM.
13. Add NISC meter test data export feature.
14. Add South Central custom data export.
15. Add Measurement Canada EVSE report.
TDM SW Bug Fix Update:
1. When pressing the Voltage “ON” button in the Manual page Sequence tab, the selected sequence is reset.
2. Update Tolerance in the NextGen Standard Validation to match in the catalog.
3. Encrypt RSA key.
4. Prevent UI from refreshing when restored after minimizing.
5. Fix issue in TDM in the WfgSetup page with all channels disabled (0 RMS) creates a waveform with all current channels set to 1TA.
6. Fix in the Edit Meter Param popup of Bulk Testing: previously, the TA field's maximum value sometimes did not go up to its intended value.


[bookmark: _Toc1732433316]NextGen Software Revisions:
· Base Software: 3.1.8r
· New Software: 3.1.9r
NextGen Software Compatibility:
· VRMs must be: VRM-MB 5.3.0, 5.3.1, 5.3.2 or the VRM-MA / VRM-BL software 1.0.32 .
· FPGA must be version 1.3.2 or 1.3.4.
NextGen Software Features Update:
1. Add VRM support for FTS-2990.
2. Update Temperature sensor for FTS-2990.
NextGen Software Bug Fix Update:
1. Improve open circuit detection.
2. Improve Waveform Generator feedback error detection.
3. Fix standard validation for phase (-180, -240).




[bookmark: _Toc1935297649]SiteTester Software Revisions:
· Base Software: 1.4.8r
· New Software: 1.4.10r
SiteTester Software Compatibility:
· MB-FPGA must be version 1.0.0S, 1.0.0r, 1.0.1r, 1.1.0r, 1.2.0r, 1.2.1r or 1.2.2r.
· CT-FPGA must be version 1.0.0S, 1.0.0r, 1.0.1r or 1.1.0r.
SiteTester Software Features Update:
1. In Metrology, update nomenclature Probe to Primary I.
2. Add Pulse Parameters in Preferences to change std. out fast pulse rate and what it represents.
3. Use probe as secondary current source.
4. Add in Preferences an ability to put a delay/warmup in every test.
SiteTester Software Bug Fix Update:
1. Fix burden definitions.
2. Revise accuracy test calculation.
3. Update burden class min and max.


[bookmark: _Toc1883137159]EvseTester Software Revisions:
· Base Software: 1.4.10r
· New Software: 1.4.11r
EvseTester Software Compatibility:
· GFCI-MA: 1.1.13r.
· PL4000-MA: 1.2.1r.
· MB-FPGA: 1.2.0r or 1.2.1r.
· MITM-MA: 1.0.3r.
· PL4150-MA: 1.0.4r.
EvseTester Software Features Update:
1. Scale the battery percentage displayed.
2. Improve error messages reporting.
3. Update support for OpenV2G v0.9.4 to v0.9.6 due to buffer flow issue.
4. Add ability to calibrate PL4000.
EvseTester Software Bug Fix Update:
1. Add support for GFCI rev F board.
2. Fix all port types in Test results.
3. Add support EvGO charger (ISO 15118-2).
4. Fix Welding request when stuck to power delivery request.
5. Fix issue where unit cannot proceed beyond precharge because of isolation status warning coming from charger.



















[bookmark: _Toc1806174447]Turbo Tester Software Revisions:
Base Software: 1.0.7r
Turbo Tester Software Compatibility:
See above.
Turbo Tester Software Features Update:
Support for Turbo Tester is new in v2.1.3r.
Turbo Tester Software Bug Fix Update:
None.



[bookmark: _Toc822950677]KCTS-8000XA Software Revisions:
Base Software: 1.0.1r
KCTS-8000XA Software Compatibility:
See above.
KCTS-8000XA Software Features Update:
Support for KCTS-800XA (KATC3) is new in v2.1.3r.
KCTS-8000 XA Software Bug Fix Update:
None.
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